PCMO/HDEO ADDITIVE PACKAGE CHmQ;Rﬂﬁ-lJS

ACEA A3/B4 A5/B5 ADDITIVE PACKAGE
T30210

eIntroduction

T30210 is formulated with high quality detergent, dispersant, antioxidant and antiwear addi-
tive, etc. It provides excellent anti-oxidation, anti-wear anti-corrosion property, can reduce

vanish, sludge and the formation of carbon deposit, provide long-term performance protection.

eRecommended Treat Rate

Performance Level Treat Rate (wt%)
SN/ACEA A3/B4 13.3
SN/ACEA A5/B5 12.9
eSpecifications
Item Typical Value Test Method
Kinematic Viscosity (100°C), mm?/s Report ASTM D445
Flash Point (COC), °C >110 ASTM D92
Phosphorus, wt% 0.72 ASTM D5185
Zinc, wt% 0.85 ASTM D5185
Calcium, wt% 2.04 ASTM D5185
Nitrogen, wt% 1.25 ASTM D5762
TBN, mgKOH/g 85 ASTM D2896

ePackage, Handle & Storage

1. Packed in 200L metal drum, IBC-Tank or made to order.
2. Long term storage temperature should not exceed 45°C.
3. Handle & blending temperature should not exceed 65°C.
4. Not dangerous chemical, store in dry & clean warehouse.

www.cn-lubricantadditive.com 06




